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Termperatura

La temperatura viene mostrata nella parte centrale 
del display. Usando le frecce Up e Down è 
possibile modificare la temperatura desiderata 
all'interno della vasca.
Dopo 3 secondi dalla selezione del valore 
desiderato, tale valore viene confermato.

Descrizione

Funzioni principali

Manuale rapido

WellisItalia 
Standard Model

Settings

Luci

Mode

Up 

Key 1

Down 

Selezione  Key 2

*I tasti Key 1 e Key 2 dipendono dal modello di vasca

Avviare o fermare una funzione
La pressione di un tasto (Key 1, Key 2 o luci) 
permette di accendere quel dispositivo. L'icona 
corrispondente si attiverà e mostrerà 
un'animazione, premendo nuovamente il tasto si 
spegnerà tale funzione (nel caso di pompe a doppia 
velocità è necessario premere più di una volta per 
accedere alla velocità desiderata e/o spegnerla).

Nota (firmware 14.00 e superiore): In casi 
particolari, quando si utilizzano vasche con più di 
due pompe, il tasto #1 attiverà la pompa 1 e la 
pompa 2, il tasto #2 attiverà la pompa 3 e la 
pompa 4 (o la pompa 3 e la soffiante, se presente).

* Solo la pompa No.1 può avere due velocità.

Tasto Mode 
Pressioni consecutive del tasto Mode permettono di 
accedere ad altre funzionalità della minipiscina 
come ad esempio il sistema audio. Se uno di quesi 
accessori non fosse presente, il display non lo 
mostrerà. Informarsi con il proprio rivenditore per 
verificare quali accessori è possibile installare.

Se non sono presenti accessori aggiuntivi, il tasto 
Mode provvederà a invertire l'orientamento del 
display.

Impostazioni
Questo tasto permette di entrare nella 
programmazione della vasca.

Schermata principale
Da questa schermata è possibile accedere a tutte le 
funzioni della vasca. Nella parte in bassa del 
display verranno visualizzati eventuali errori.

Power
Premere un tasto qualsiasi per attivare il display. 
Dopo 30 minuti il display si spegne 
automaticamente per risparmiare energia.

5

After a few seconds the available networks will 
appear on the screen, as well as their signal 
strength.

Use the Up/Down keys to move through the list. 
Select your network by pressing on Light key.

If the WiFi network is password protected enter it 
when prompted.

•	 Use the arrow keys to choose your letters and 
change the type of character (uppercase, 
lowercase, number, symbol).

•	 Use Key 2 to move the curser forward
•	 Use Key 1 to backspace
•	 Use Light key to confim

If no password is required the in.touch will 
connect automatically.

Once the in.touch module is connected to a WiFi 
network a check mark in a green circle will appear 
in the WiFi menu, and the network logo will 
change to green in Settings menu.

Note: WiFi logo color in Settings menu
corresponds to the in.touch connection state.

Yellow = not connected 
Green = connected to a network 
Yellow with wait icon = connection attempt to a 
network 
Red with wait icon = in.touch no longer detected 
(in.touch must be reset before next connection 
attempt)

in.clear-200 / linked version 
(version 13.00 and higher)

The in.k500 keypad can be used with the in.clear 
sanitization system. The in.clear section allows 
you to configure your maintenance settings and 
Boost level. 
For more information on maintenance and Boost 
settings, see the in.clear user manual.

Use the Up and Down keys to make your 
selection, then light key to confirm.

Use the Up and Down keys to change the 
maintenance or Boost value, and light key 
to confirm.

* If the maintenance value is modified by more than 2,  
   a warning message will appear with an option to cancel or 	   
   confirm the change.

Press on the Mode key to access your in.clear 
module.

This menu allows you to activate or deactivate 
your in.clear, to start or stop a Boost, and to enter 
diagnostic mode.

Turning the in.clear on/off

Press the power key to turn the in.clear on or off.

Control the Boost level

Press on the Boost activation/deactivation key to 
start a Boost, and again to cancel.

To adjust the Boost level use the arrow keys.*

A message indicating that Boost mode is active is 
displayed at the bottom of the main screen for the 
duration of the Boost.
* See the in.clear user manual for more details about Boost  

levels.

Diagnostic Mode

Press on the Diagnostic key to start a 
BromiCharge concentration level test. To exit 
diagnostic mode press on the Diagnostic key 
again. The system will automatically exit after 
15 minutes.

In diagnostic mode, the BromiCharge gauge 
indicates the approximate level of BromiCharge 
in the spa water. Do not add BromiCharge if the 
indicator is in the green zone. 

When BromiCharge is added the indicator will 
move slowly to the right. When water is added 
to the spa the indicator will move to the left. 
To obtain a good level of BromiCharge, start 
the pumps and add the specified amount of 
BromiCharge** and allow 5 minutes for the 
indicator to adjust before adding more.

For optimal performance, aim for the middle of 
the green zone.

** For more information on adjusting your BromiCharge level 
     see the in.clear user manual.

WIFI (version 7.00 and higher)

For the WiFi menu to appear in the Settings 
menu your in.touch module must be equipped 
with software version 11.00 or higher.  This menu 
allows you to connect your in.touch module to a 
WiFi network or to change its network.

For more details about other in.touch connection 
methods please see the in.touch techbook.

To connect your in.touch module to a wireless 
network, use the Up/Down keys to go to the WiFi 
option in the Settings menu and Light key to 
select it.

in.clear

Wi-Fi (in.touch only)

in.mix

in.mix operation

This menu is only present if an in.mix system is 
detected. 

Press on the Mode key to access your in.mix.

By default, the in.mix selects Zone 1 when you 
access the menu. After the first use, the menu will 
automatically return to the last zone selected.

Zone selection

The zone selection keys allow you to select a zone to 
modify its color.

• Press once to select the zone. 
• Press a second time to deactivate the zone.

Changing colors

Once a zone is selected, use the arrow keys to
change the colors by moving up and down in the
color wheel.

Synchronizing zones

The synchronization/desynchronization key allows 
you to match the color of the selected zone to the 
other zones.



Impostazioni

With the in.k500 equipped with a selectable 
rim light color modul: If the "RGB backlight" 
option is enabled in the spa configuration an 
option will appear to allow selection of the keypad 
rim light color.

You can lock the keypad by selecting one of 
3 security levels: Unlock, Partial or Full. 
The Partial level locks the set point adjustment 
and many options in the settings menu. The Full 
level locks all keypad functions. To unlock the 
keypad (either Partial or Full), press and hold the 
top right key for 5 seconds.

Settings

Audio operation

Modifica orari di fltraggio

Utilizzare le frecce per scorrere attraverso le 
impostazioni di mantenimento dell'acqua. Per 
modificare l'impostazione del ciclo di filtraggio 
utilizzare il tasto 1.
Usare il tasto "light" per scegliere il parametro 
preferito (è possibile scegliere tra Lun-Ven, 
weekend, ogni giorno o singolo giorno).
Gli orari impostati verranno utilizzati per tutta la 
settimana.
Il tempo e la durata possono essere impostati a 
incrementi di 30 minuti.
Se la minipiscina utilizza una pompa di ricircolo 
configurata per lavorare 24 ore al giorno, lo 
schermo mostrerà l'impostazione "purge" anzichè la 
filtrazione.
Le fasi di "purge" (o spurgo) sono pre-programmati 
dalla casa madre e non possono essere modificati, 
la loro durata sarà visualizzata come N/A e si potrà 
impostare solo l'ora di avvio.

Impostazioni

Dalla schermata principale è possibile accedere 
ad una serie di impostazioni:

• Controllo dell'acqua (Water Care)
• Pompa di calore (Heat Pump se installata)
• Audio (se installato) 
• in.clear-200  (versione 13.00 e superiore) 
• Standby (solo versione 6.00)
• Mantenimento (versione 7.00 e superiore) 
• Data & ora
• Keypad
• Wi-Fi (Versione 7.00 e superiore. Disponibile solo con 

in.touch con firmware 11.00 e superiore)
• Config *
• Restore *
• About 

Utilizzare le frecce per muoversi all'interno del 
menu. Per selezionare una voce, premere il tasto 
"light". E' possibile tornare alla schermata 
principale in ogni momento premendo "setting".
*Riservato all'installatore

Controllo dell'acqua

Il menu Water Care permette di impostare il 
corretto tempo di filtraggio della minipiscina e le 
impostazioni di riscaldamento.

Selezionare la voce desiderata, una "v" di colore 
verde indicherà il valore impostato.

*Default 

Modalità Water care

Away: 
In questa modalità la vasca sarà sempre in 
Economy; è possibile impostare la 
temperatura 6 °C più bassa*.

Standard: 
La minipiscina lavorerà in maniera 
continuativa secondo gli orari di filtraggio.

Energy Savings: 
La minipiscina lavorerà in maniera 
Standard durante i weekend e in Economy 
durante le ore di picco della settimana*. 

Super Energy: 
La minipiscina lavorerà in Economy tutti i 
giorni della settimana*.

Weekender: 
La minipiscina lavorerà in Standard mode 
durante il weekend e in Economy* mode 
durante i giorni della settimana.

Pompa di calore (Heat Pump)

La pompa di calore è optional nelle minipiscine. Da 
questo menu è possibile modificare la modalità di 
funzionamento selezionandola e utilizzando il tasto 
"light" per scegliere il modo preferito..

Modalità pompa di calore (Heat pump):

Eco Heat 
Unica fonte di riscaldamento, il riscaldatore 
elettrico viene disattivato. La pompa di calore non 
abbassa la temperatura.

Smart Heat 
In questa modalità, il riscaldatore elettrico si attiva 
solo se la differenza di temperatura tra il set-point e 
quella rilevata è molto elevata. 

*I tempi di filtraggio sono ridotti in Economy mode.

Eco Auto 
Simile alla modalità Eco Heat, ma in più ha la 
possibilità di abbassare la temperatura qualora il 
valore rilevato sia più alto di quello impostato. 

Smart Auto 
Medesimo funzionamento di Smart Heat ma con in 
aggiunta la modalità di raffreddamento dell'acqua 
in caso di temperatura elevata. 

Cool 
Modalità solo raffreddamento (utile in casi di 
riscaldamento per inerzia in estate). 

Electric 
Pompa di calore spenta, solo riscaldatore elettrico.

Maintenance (version 7.00 and higher)

From the Settings page you can access the 
Maintenance menu, which gives you access to the 
following options:

• Maintenance reminders 
• Standby

Use the Up and Down keys to make a selection, 
and Light key to confim.

Maintenance reminders (version 7.00 and higher)

The in.k500 keypad will remind you of maintenance 
required on your spa, like rinsing or cleaning the filter.

Each task has its own duration, based on normal use.

The Maintenance reminders menu allows you to 
verify the time left before maintenance is required, as 
well as to reset the time once a task is completed.

Use the Up and Down keys to move through 
the list.

To reset a task select it by pressing Light key, then 
confirm when prompted . Once you have confirmed 
the task will be reset.

Settings

Audio

The in.k500 can be used with the in.tune, in.stream 
or in.stream 2 audio systems. The Audio section 
in the Settings menu of an in.stream gives you the 
option to disconnect or unpair your Bluetooth enabled 
device when using the in.stream. 

With version 7.00 and higher, it is also possible to 
select Source to use a device connected by auxiliary 
cable or Bluetooth wireless connection. 

The in.stream 2 Settings menu gives you a Source 
selector, a Bluetooth disconnect option, an On/Off 
switch and an audio control on fader, balance and 
subwoofer. 

For more information on audio functions, see the 
in.tune, in.stream or in.stream 2 operation section. 

The Audio option will only appear in the menu for 
keypads that are set up for an in.stream connection. 
The in.stream 2 is automatically detected at power-up.

Standby (version 6.00 and higher)

The Standby mode allows you to service your 
spa .

Pumps will stop for 30 minutes, and automatically 
restart after this time.

Once Standby mode has been activated a screen 
will appear to show that pumps are stopped. The 
normal spa page will return at the end of 
maintenance.

Press on the Light key to leave Standby mode and
restart the spa.

Note: In version 6.00 only, Standby mode is 
accessible directly from the Settings page.

in.tune operation

Press the Mode key to access your in.tune.

Play/Pause audio 
Press the Play/Pause key to start or pause 
the audio.

Adjusting the volume 
Press the Up or the Down key to increase or 
decrease the volume.

Changing tracks 
Use the Last Track and Next Track keys to 
change tracks for the CD or AUX input. When 
in Radio mode, the Last Track and Next Track 
keys will move through preset radio stations on 
the selected band. To change bands or preset 
stations, see your in.tune manual.

Turn power On/Off (version 7.00 and higher) 
Press and hold the Play/Pause key for 3 
seconds to turn the in.tune on or off.

Date and time

Here you can adjust the time format, change the year, 
date and time. Use the arrows to choose the setting 
that you want to adjust, and select it by pressing 
the Light key. Use the arrow buttons to change the 
parameters, and the Light key to move between 
parameters.

Key 1 will take you back to the main Settings menu.

Note: In version 6.00 and earlier, only the day of 
the week can be changed, and not the year or date.

in.stream operation

Press the Mode key to access your in.stream.

Play/Pause audio 
Press the Play/Pause button to start or pause 
the audio

Adjusting the volume 
Press the Up or the Down key to increase or 
decrease the volume.

Changing tracks 
Use the Last Track and Next Track keys to 
change tracks

Disconnect or Unpair Bluetooth 
These options can be found under the Audio 
section in the Settings menu.

Turn power On/Off (version 7.00 and higher)
Press and hold the Play/Pause key for 3 
seconds to turn the in.stream on or off.

Keypad settings

In this section, you can change the temperature 
unit, language, display orientation, rim light color 
and keypad security. Note the spa pack must be 
configured accordingly to be able to change the 
rim light color.

When you change the display orientation, the 
contextual options and arrow keys adjust to the 
chosen orientation. The Mode and Menu keys 
remain unchanged, as well as the accessory keys 
in the main spa menu.

in.stream 2 operation (version 11.00 and higher)

Press the Mode key to access your in.stream 2.

Play/Pause audio 
Press the Play/Pause button to start or pause the 
audio. This button is available for Bluetooth and 
USB only.

Adjusting the volume 
Press the Up or the Down key to increase or 
decrease the volume.

Turn power On/Off 
This option can be found under the Audio 
section in the Settings menu.

Changing tracks 
Use the Last Track and Next Track keys to 
change tracks or FM stations. This is not 
available with Aux source.

Disconnect 
This option can be found under the Audio 
section in the Settings menu.

Fader, Balance and Subwoofer 
These options can be found under the Audio 
section in the Settings menu. 

About

This section shows information about the in.k500 
software number, and the revision numbers 
of the different components of your system.



Settings

With the in.k500 equipped with a selectable 
rim light color modul: If the "RGB backlight" 
option is enabled in the spa configuration an 
option will appear to allow selection of the keypad 
rim light color.

You can lock the keypad by selecting one of 
3 security levels: Unlock, Partial or Full. 
The Partial level locks the set point adjustment 
and many options in the settings menu. The Full 
level locks all keypad functions. To unlock the 
keypad (either Partial or Full), press and hold the 
top right key for 5 seconds.

Settings

Audio operation

Eco Auto 
This mode borrows functionality from both Eco Heat 
and Cool modes and has the ability to select the 
proper Heat or Cool mode automatically according to 
the water temperature. The heating element is never 
activated in this mode. 

Smart Auto 
This mode borrows functionality from both Smart 
Heat and Cool modes and has the ability to select the 
proper Heat or Cool mode automatically according 
to the water temperature. The heating element 
is activated only if there is a large temperature 
difference between the water and the set point. 

Cool 
This mode uses the heat pump in cooling mode only. 
The heat pump is not used as a heating source and 
the heating element is never activated. 

Electric 
This mode keeps the heat pump off and uses only 
the heating element to regulate water temperature.

Modifying schedules

Use the arrow keys to scroll through the Water 
Care selections. To see and/or modify a Water Care 
category, use the lit button to the right (key 1) to open 
the selected Water Care menu.

Use the arrow keys to choose a schedule to modify 
(choice of economy and filtration schedules). 
Use the Light key to move between parameters.

You have several possibilities for the schedule 
(Mon-Fri, weekend, every day, or single days). 
The schedules will be repeated every week. 
The time and duration are set in 30 minute 
increments. Once you have set the schedule, 
use Key 1 to go back. Ensure that you have selected 
the desired Water Care option in the main 
Water Care menu.

If your spa uses a circulation pump configured to run 
24 hours, the screen will show you the purge setting 
instead of filtration. The purges are pre-programmed 
for a fixed number of minutes, therefore the duration 
will be set to N/A on the screen, and only the start 
time can be modified.

Settings

From the home page you can access the Settings, 
where you will find:

• Water Care 
• Heat Pump (if installed)
• Audio (if installed) 
• in.clear-200 linked version (version 13.00 and higher 
• Standby (version 6.00 only) 
• Maintenance (version 7.00 and higher) 
• Date & time
• Keypad 
• Wi-Fi (Version 7.00 and higher. Only available on in.touch 
   with software 11.00 and higher.) 
• Config * 
• Restore * 
• About

Use the arrow keys to move up and down in the list. 
To select an option, press the lit button beside it 
(Light button). At any point you can press the Settings 
button to return to the home screen.
*Reserved for qualified electricians installers

Water care

The Water Care section will help you set up your 
ideal filtration and heating settings. Choose a mode 
depending on your need. 

Use the Light key to choose your setting. 
A checkmark will appear on the selected icon 
to confirm. 

In Economy mode, the set point will be reduced by 
20°F*, which means that the heating system will 
not be engaged unless the temperature falls to 20°F 
below the spa's set temperature.

*Default pack value

Water care modes

Away: 
In this mode the spa will always be in 
economy; the set point will be reduced by 
20° F*.

Standard: 
The spa will never be in economy mode and 
will be filtering according to the pack's low 
level configuration.

Energy Savings: 
The spa will be in economy mode during  
the peak hours of the day and resume 
normal mode on the weekend*. 

Super Energy: 
The spa will always in economy mode 
during peak hours, every day of the week*.

Weekender: 
The spa will be in economy mode from 
Monday to Friday, and will run normally  
on the weekend*.

Heat pump

This menu allow you to change the regulation mode 
of your heat pump. You can choose from Eco Heat, 
Smart Heat, Eco Auto, Smart Auto, Cool and Electric.

A green checkmark indicates the currently selected 
regulation mode. To change the setting, simply 
navigate the menu using the arrow key and press the 
Light Key to choose the desired regulation mode.

Heat pump modes:

Eco Heat 
In this mode, the heat pump is used as the unique 
source of heating. The heating element is kept off and 
the heat pump is not used to cool the water should its 
temperature rise above the current set point.

Smart Heat 
This mode uses the heat pump as the main heating 
source. The heating element is turned on only if there 
is a large temperature difference between the water 
and the set point. The heat pump is not used to cool 
the water in this mode. 

*Filtration will be reduced when the economy mode is active.

Maintenance (versione 7.00 e superiore)

Dal menu impostazioni è possibile accedere alla 
voce "Maintenance" che permette di entrare nel 
sottomenu:

• Reminders 
• Standby

Muoversi con le frecce Up e Down per 
scegliere la voce da modificare.

Reminders (versione 7.00 e superiore)

I Reminders permettono all'utente di ricevere un 
avviso sulla manutenzione della minipiscina. Ogni 
attività ha la sua durata preimpostata, in base al 
normale utilizzo.
Entrando nel menu è possibile vedere quanti giorni 
rimangono all'avviso di manutenzione, oppure 
effettuare un ripristino del timer se è stato fatto 
l'intervento in maniera corretta.

Impostazioni

Audio

Il sistema K500 può utilizzare i sistemi compatibili 
in.tune, in.stream o in.stream 2.
Nel menu impostazioni in.stream è possibile 
rimuovere il dispositivo bluetooth associato. Con la 
versione 7.00 è possibile scegliere anche la 
sorgente musicale (tra cavo AUX o Bluetooth).
Nel menu impostazioni in.stream 2 si hanno dei 
controlli aggiuntivi, in particolare, on/off, fader, 
bilanciamento e subwoofer.

I sistemi audio compatibili vengono riconosciuti in 
automatico se connessi correttamente.

Standby (versione 6.00 e superiore)

La modalità Standby serve per effettuare 
riparazioni alla minipiscina.

Le pompe si fermano per 30 minuti prima di 
ripartire automaticamente.

Una volta attivata questa modalità, il display 
mostrerà il relativo avviso. E' possibile uscire o 
attendendo 30 minuti o premendo il tasto 
"light".

in.tune operation

Press the Mode key to access your in.tune.

Play/Pause audio 
Press the Play/Pause key to start or pause 
the audio.

Adjusting the volume 
Press the Up or the Down key to increase or 
decrease the volume.

Changing tracks 
Use the Last Track and Next Track keys to 
change tracks for the CD or AUX input. When 
in Radio mode, the Last Track and Next Track 
keys will move through preset radio stations on 
the selected band. To change bands or preset 
stations, see your in.tune manual.

Turn power On/Off (version 7.00 and higher) 
Press and hold the Play/Pause key for 3 
seconds to turn the in.tune on or off.

Data e Ora (Date and time)

In questo sotto menu è possibile cambiare ora e 
data.

Utilizzare le frecce direzionali per modificare ogni 
singolo valore e utilizzare il tasto "light" per 
confermare.

Nella versione 6.00 e precedenti è possibile 
modificare solo il giorno della settimana e non 
l'anno o la data.

in.stream operation

Press the Mode key to access your in.stream.

Play/Pause audio 
Press the Play/Pause button to start or pause 
the audio

Adjusting the volume 
Press the Up or the Down key to increase or 
decrease the volume.

Changing tracks 
Use the Last Track and Next Track keys to 
change tracks

Disconnect or Unpair Bluetooth 
These options can be found under the Audio 
section in the Settings menu.

Turn power On/Off (version 7.00 and higher)
Press and hold the Play/Pause key for 3 
seconds to turn the in.stream on or off.

Keypad 

All'interno di questo menu è possibile 
modificare la temperatura (°C o °F), la lingua, 
l'orientamento del display e il blocco tastiera.

in.stream 2 operation (version 11.00 and higher)

Press the Mode key to access your in.stream 2.

Play/Pause audio 
Press the Play/Pause button to start or pause the 
audio. This button is available for Bluetooth and 
USB only.

Adjusting the volume 
Press the Up or the Down key to increase or 
decrease the volume.

Turn power On/Off 
This option can be found under the Audio 
section in the Settings menu.

Changing tracks 
Use the Last Track and Next Track keys to 
change tracks or FM stations. This is not 
available with Aux source.

Disconnect 
This option can be found under the Audio 
section in the Settings menu.

Fader, Balance and Subwoofer 
These options can be found under the Audio 
section in the Settings menu. 

About

This section shows information about the in.k500 
software number, and the revision numbers 
of the different components of your system.



Settings

Con K500 si può scegliere il colore della 
tastiera abbinato all'RGB scelto (a seconda del 
software installato).
E' possibile anche bloccare la tastiera secondo 
tre livelli: sblocco, parziale o completo.
Il livello parziale blocca la regolazione della 
temperatura e molte opzioni nel menu 
impostazioni. Il livello completo blocca tutte le 
funzioni, mentre invece per sbloccare la 
tastiera (parziale o completo) è necessario 
tenere premuto il tasto "light" per 5 secondi.

Impostazioni

Audio

Eco Auto 
This mode borrows functionality from both Eco Heat 
and Cool modes and has the ability to select the 
proper Heat or Cool mode automatically according to 
the water temperature. The heating element is never 
activated in this mode. 

Smart Auto 
This mode borrows functionality from both Smart 
Heat and Cool modes and has the ability to select the 
proper Heat or Cool mode automatically according 
to the water temperature. The heating element 
is activated only if there is a large temperature 
difference between the water and the set point. 

Cool 
This mode uses the heat pump in cooling mode only. 
The heat pump is not used as a heating source and 
the heating element is never activated. 

Electric 
This mode keeps the heat pump off and uses only 
the heating element to regulate water temperature.

Modifying schedules

Use the arrow keys to scroll through the Water 
Care selections. To see and/or modify a Water Care 
category, use the lit button to the right (key 1) to open 
the selected Water Care menu.

Use the arrow keys to choose a schedule to modify 
(choice of economy and filtration schedules). 
Use the Light key to move between parameters.

You have several possibilities for the schedule 
(Mon-Fri, weekend, every day, or single days). 
The schedules will be repeated every week. 
The time and duration are set in 30 minute 
increments. Once you have set the schedule, 
use Key 1 to go back. Ensure that you have selected 
the desired Water Care option in the main 
Water Care menu.

If your spa uses a circulation pump configured to run 
24 hours, the screen will show you the purge setting 
instead of filtration. The purges are pre-programmed 
for a fixed number of minutes, therefore the duration 
will be set to N/A on the screen, and only the start 
time can be modified.

Settings

From the home page you can access the Settings, 
where you will find:

• Water Care 
• Heat Pump (if installed)
• Audio (if installed) 
• in.clear-200 linked version (version 13.00 and higher 
• Standby (version 6.00 only) 
• Maintenance (version 7.00 and higher) 
• Date & time
• Keypad 
• Wi-Fi (Version 7.00 and higher. Only available on in.touch 
   with software 11.00 and higher.) 
• Config * 
• Restore * 
• About

Use the arrow keys to move up and down in the list. 
To select an option, press the lit button beside it 
(Light button). At any point you can press the Settings 
button to return to the home screen.
*Reserved for qualified electricians installers

Water care

The Water Care section will help you set up your 
ideal filtration and heating settings. Choose a mode 
depending on your need. 

Use the Light key to choose your setting. 
A checkmark will appear on the selected icon 
to confirm. 

In Economy mode, the set point will be reduced by 
20°F*, which means that the heating system will 
not be engaged unless the temperature falls to 20°F 
below the spa's set temperature.

*Default pack value

Water care modes

Away: 
In this mode the spa will always be in 
economy; the set point will be reduced by 
20° F*.

Standard: 
The spa will never be in economy mode and 
will be filtering according to the pack's low 
level configuration.

Energy Savings: 
The spa will be in economy mode during  
the peak hours of the day and resume 
normal mode on the weekend*. 

Super Energy: 
The spa will always in economy mode 
during peak hours, every day of the week*.

Weekender: 
The spa will be in economy mode from 
Monday to Friday, and will run normally  
on the weekend*.

Heat pump

This menu allow you to change the regulation mode 
of your heat pump. You can choose from Eco Heat, 
Smart Heat, Eco Auto, Smart Auto, Cool and Electric.

A green checkmark indicates the currently selected 
regulation mode. To change the setting, simply 
navigate the menu using the arrow key and press the 
Light Key to choose the desired regulation mode.

Heat pump modes:

Eco Heat 
In this mode, the heat pump is used as the unique 
source of heating. The heating element is kept off and 
the heat pump is not used to cool the water should its 
temperature rise above the current set point.

Smart Heat 
This mode uses the heat pump as the main heating 
source. The heating element is turned on only if there 
is a large temperature difference between the water 
and the set point. The heat pump is not used to cool 
the water in this mode. 

*Filtration will be reduced when the economy mode is active.

in.tune 

Premere Mode per accedere.

Play/Pause audio 
Premere Play/Pause per avviare o fermare 
l'audio.

Regolare il volume 
Premere Up o Down per regolare il volume.

Cambio traccia 
Utilizzare i tasti precedente o successiva per 
cambiare traccia audio dall'ingresso CD o 
AUX. In modalità Radio questi tasti 
sposteranno la stazione radio avanti o 
indietro.

On/Off (versione >7.00)
Tenere premuto il tasto Play/Pause per 3 
secondi per spegnere il sistema audio.

in.stream 

Premere Mode per accedere.

Play/Pause audio 
Premere Play/Pause per avviare o fermare 
l'audio.

Regolare il volume 
Premere Up o Down per regolare il volume.

Cambio traccia

Utilizzare i tasti precedente o successiva 
per cambiare traccia audio.

Rimuovi dispositivo Bluetooth 
Questa opzione è presente nel menu 
impostazioni.

On/Off (versione >7.00)
Tenere premuto il tasto Play/Pause per 3 
secondi per spegnere il sistema audio.

in.stream 2 (versione 11.00 e superiore)

 Premere Mode per accedere.

Play/Pause audio 
Premere Play/Pause per avviare o fermare 
l'audio.

Regolare il volume 
Premere Up o Down per regolare il volume.

On/Off 
Questa opzione è presente nel menu 
impostazioni.

Cambio traccia

Utilizzare i tasti precedente o successiva per 
cambiare stazione radio.

Disconnect 
Questa opzione è presente nel menu 
impostazioni.

Fader, Balance e Subwoofer 
Questa opzione è presente nel menu 
impostazioni.

About

Questa voce mostra la versione della tastiera.
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Water temperature

The temperature shown at the top of the screen gives 
the actual water temperature. 

Use the Up and Down buttons to set the desired 
temperature. The set point will appear in blue at 
the bottom. After 3 seconds without any change to 
the set temperature value, the keypad will resume the
normal display of messages. 

Description

Main functions

Quick Reference Card
Please consult your spa user manual for complete info on the features of your spa system.

in.k500
intuitive color keypad

The in.k500 is built with all the great features you've come to love 
in the in.k800, but in a smaller package. It is discreet, compact, 
and unobtrusively beautiful. Save space without losing out on function.

Settings

Light Key

Mode

Up 

Key 1

Down 

Selection lights  Key 2

*Functions for keys 1 and 2 will depend on your system's low level configuration.

Start or stop accessories
To start or stop an accessory, press the associated 
button. Icons will become animated when their 
accessory is turned on, and inanimate when turned 
off. Icons on the screen will reflect the speed or state 
of the devices running on your spa.

When an accessory has more than two states, 
press the button until it reaches the desired state.

Note (version 14.00 and higher): A special buttons 
and icons mapping may be used when the spa 
configuration has 4 accessories* (3 pumps and a 
blower or 4 pumps and no blower). In this case only, 
buttons and icons are divided in 2 sets of accessories. 
Button #1 starts or stops pump #1 and pump #2. 
Button #2 starts or stops Pump #3 and Pump #4/
blower. Corresponding icons will be animated when 
one or more accessories are on.

* Only Pump #1 can have a dual speed. 

Mode key
Successive presses on the Mode key will give access 
to control different optional accessories of your spa 
such as Audio and others. Note that if an accessory 
is not present in your spa configuration, its menu will 
not appear. Refer to the following section to get details 
about the possible accessories and their detailed 
functionalities. The screen will revert back to the spa 
mode if no key is pressed for 60 seconds.

If you don't have any accessories, Mode key can be 
used to change your display orientation

Settings key
One press gives you access to a menu to manage the 
settings of your spa. Refer to the settings section for 
details about the settings menu.

Main screen
The main screen gives you access to your accessories 
and water temperature. At the bottom of the screen 
you will see any error or maintenance messages that 
are present.

Power
Press any button to turn the keypad on. 
After 30 minutes without activity it will shut off.
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Dopo alcuni secondi, appariranno sul display 
le reti Wi-Fi disponibili, oltre alla potenza del 
segnale per ciascuna rete.
Utilizzare il tasti Up/Down per selezionare la 
rete desiderata.
Se la rete è dotata di password, inserirla 
quando verrà richiesta.

• Usare le frecce per scegliere la lettera e 
cambiare tra maiuscolo/minuscolo, numero 
e simboli).

• Usare il tasto 2 per muovere il cursore 
avanti

• Usare il tasto 1 per cancellare
• Usare il tasto Light per confermare 

Se non serve la password, in.touch si 
connetterà automaticamente.

Una volta che il modulo sarà connesso alla rete 
Wi-Fi desiderata, nel menu si potrà vedere la 
relativa rete con un segno di spunta.
Nota: il colore del logo Wi-Fi nel menu mostrerà 
lo stato della connessione:
Giallo = non connesso
Verde = connesso
Giallo con icona di attesa = tentativo di 
connessione
Rosso con icona wait = in.touch non rilevato 
(in.touch deve essere ripristinato prima del 
prossimo tentativo di connessione).

in.clear-200 
(versione >13.00)

Il display K500 supporta il sistema di 
sanificazione in.clear.
In questo menu è possibile impostare il livello 
di manutenzione* e il livello Boost. Per 
approfondire l'argomento leggere il relativo 
manuale in.clear.
Con le frecce è possibile impostare il valore e 
on il tasto "light" confermare.

* Se il valore viene cambiato di più di due livelli, apparirà un 
messaggio di avviso. 

Premere Mode per accedere al modulo in.clear.
Da qui è possibile accendere/sepgnere in.clear, 
avviare Boost, effettuare la diagnostica.
Un messaggio avviserà l'avvenuta attivazione 
del Boost*.

* Leggere il relativo manuale in.clear per la differenza tra i 
livelli Boost

Diagnostica

Premere il tasto Diagnostica per effettuare un 
controllo del livello BromiCharge. Il sistema 
effettua un ciclo di controllo della durata di 
15 minuti alla fine del quale un indicatore 
indicherà il valore di BromiCharge all'interno 
della minipiscina.
Non aggiungere prodotti chimici se si è 
all'interno della zona verde.
Aggiungendo BromiCharge l'indicatore si 
sposterà verso destra, aggiungendo acqua 
corrente si sposterà verso sinistra.
Una volta aggiungo il BromiCharge** 
effettuare un ciclo di idromassaggio di 5 
minuti per miscelare al meglio il prodotto 
all'interno della minipiscina.

** Per un trattamento corretto fare riferimento al manuale in.clear. 

WIFI (versione >7.00)

Il Wi-Fi è disponibile se il modulo in.touch è 
aggiornato alla versione 11.00 o successiva.
Questo menu consente di connettersi ad una 
rete Wi-Fi.

in.clear

Wi-Fi (solo in.touch)

in.mix

in.mix operation

This menu is only present if an in.mix system is 
detected. 

Press on the Mode key to access your in.mix.

By default, the in.mix selects Zone 1 when you 
access the menu. After the first use, the menu will 
automatically return to the last zone selected.

Zone selection

The zone selection keys allow you to select a zone to 
modify its color.

• Press once to select the zone. 
• Press a second time to deactivate the zone.

Changing colors

Once a zone is selected, use the arrow keys to 
change the colors by moving up and down in the 
color wheel.

Synchronizing zones

The synchronization/desynchronization key allows 
you to match the color of the selected zone to the 
other zones.
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in.mix

in.mix 

Questo menu è presente solo se in.mix è stato 
installato correttamente.

Premere il tasto Mode per accedere a in.mix.

Di default, in.mix seleziona la Zona 1 quando si 
accede al menu, dopo il primo utilizzo, il menu 
tornerà automaticamente all'ultima zona 
selezionata.

Selezione Zona

Selezionare la Zona per modificare il relativo 
colore.

• Premere una volta per selezionare la 
zona.

• Premere una seconda volta per disattivare 
la zona. 

Cambio colori

Selezionata la zona di interesse, utilizzare le 
frecce per cambiare il colore impostato.

Sincronizzare le Zone

La sincronizzazione permette di impostare lo 
stesso colore in tutte le zone di riferimento.
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